Double access
Staircases to
secure operators
circulation on roof

: s Several unequal double access staircases to secure operators circulation on roof. Each
: structure is composed of:

b
}\ R \ Climbing staircase:
; ' - Anti-slip ribbed aluminum steps
/ : - Height to serve: 2100 mm — Fixed on concrete plates — Tilt angle: 46°
® 4 - Rampson both sides
/ F g Descent staircase:
//’// - Anti-slip ribbed aluminum steps

# - Height to serve: 820 mm — Fixed on concrete plates — Tilt angle: 46°
f : - Ramps on both sides

\ \ Platform : s ®
.. \ - Anti-slip ribbed coating 1720 x 860 mm = Fo RTA L
\ =

- Peripheral guardrail with red lacquered v % o
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Platform for
« cold unit »
access

Platform to secure access on « cold

unit »

- Aluminum profil structure serie 6000
guarantee the withstand to hardest
weather conditions and is
maintenance free.

- Height to serve 500 mm

- Anti-slip ribbed aluminum steps

- Staircase tilt angle: 46°

S)FORTAL

DIVISION INDUSTRIE I I Made in France

Head office & plants : ZI du Muckental — F — 67140 BARR
F892000799 — January 2021 Phone +33 (0)3 88 58 53 53 — Fax +33 (0)3 88 58 53 54

/ yr o’ -~ www.fortal.fr — info@fortal.fr
/ F


http://www.fortal.fr/
mailto:info@fortal.fr

